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PA 60/2 and PA 120/2 are installed sound amplifi ers with built-in mixer. Depending on the 

model, they feature 5 or 6 signal inputs with their own gain control, Master volume and 

high/low tone controls.

PA 60/2 is suitable for low impedance speakers (8 ) and high impedance loads (25/70/100 

V). PA 120/2 differentiates itseft from the other model with its two different outputs: 

Music/Speech and Priority only.

For maximum safety, they both includes a Chime On/Off switch, Tel/Emer connection for 

emergency announcements and 24 V dc terminals are also available for emergency backup. 

- Installed sound amplifi ers with built-in mixer.

- 5 and 6 signal inputs depending on model, with individual gain control, Master 

volume and high/low tone controls.

- Suitable for low impedance speakers (8 ohm) and 25/70/100 V Line installations.

- Only PA 120/2: Two different outputs (Music speech and Priority only).

- Telephone/Emergency connection for paging and announcements.

- Terminals for emergency supply (DC 24 V).

- 2 HU rack enlosures.

Features

Rear panels

Technical data PA 60/2 PA 120/2

Output Power (RMS): 60 W. 120 W.

Output Power (Peak): 90 W. 180 W.

Audio inputs: 3 MIC, 1 LINE, 2 AUX level. 4 MIC, 1 CD, 1 AUX level.

MIC inputs (Impedance/Sensitivity): 250  / 1 mV / -57.78 dBu. 250  / 1 mV / -57.78 dBu.

LINE (Impedance/Sensitivity): 47 k  / 200 mV / -11.76 dBu. 47 k  / 100 mV / -17.78 dBu.

CD (Impedance/Sensitivity): ------------------------------------------- 47 k  / 500 mV / -3.80 dBu.

AUX (Impedance/Sensitivity): 47 k  / 200 mV / -11.76 dBu. 47 k  / 200 mV / -11.76 dBu.

Power IN (Impedance/Sensitivity): 47 k  / 1 V / 2.21 dBu. 47 k  / 1 V / 2.21 dBu.

Low Impedance Output: 8 . -----------------------------------------------

High Impedance Line Output: 25 / 70 / 100 V. -----------------------------------------------

Music/Speech Output: ----------------------------------------------- 8  / 100 V. 

Speech only Output: ----------------------------------------------- 100 V.

Tape: 4k7  / 350 mV. 4k7  / 350 mV.

Pre-out: 600  / 1 V. 600  / 1V.

Monitor: ----------------------------------------------- 8 /1 W - 600  / 1 V.

Frequency Response: 50 Hz - 20 kHz +/- 3 dB. 50 Hz - 20 kHz +/- 3 dB.

EQ Control:

 Bass:

Treble:

(+/- 10 dB) / 31 Hz - 180 Hz / Centre freq. 100 Hz.

(+/- 10 dB) / 2k5 Hz - 20 kHz / Centre freq. 10 kHz.

(+/- 10 dB) / 31 Hz - 180 Hz / Centre freq. 100 Hz.

(+/- 10 dB) / 2k5 Hz - 20 kHz / Centre freq. 10 kHz.

S/N Ratio: >75 dB (Line), >60dB (MIC). >80 dB (Line), >60 dB (MIC).

THD: Less than 1% at 1 kHz, rated power. Less than 1% at 1 kHz, rated power.

Chime: 2 tone chime (‘Ding-dong’ pre-announcement 

chime).

2 tone chime (‘Ding-dong’ pre-announcement 

chime).

Priority: Tel./Emer. - MIC1. Tel./Emer. - MIC1-MIC2-MIC3-MIC4-AUX/CD-USB/SD.

Main supply AC Power: 115 / 230 V - 50 / 60 Hz. 115 / 230 V - 50 / 60 Hz.

Main supply DC Power: 24 V - 8 A. 24 V - 8 A.

Consumption: 170 W. 260 W.

Dimensions: 430 x 88 x 260 mm. 430 x 88 x 300 mm.

Weight: 8 kg. 10 kg.
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